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straight lines and all joints broken by a lap of at least t*vo inches, to be set on edge on the sand as closely and compactly as possible and at right angles with the line of the curb or gutter, as the case may be, except at street intersections, where they are to be laid as the street commissioner may direct.
The.pavement to be surfaced up by a thorough rolling with a steam roller weighing not less than three nor more than six tons, and when completed to conform to the true grade and cross-sections of the roadway. Wherever a roller can not be used, the pavement to be thoroughly rammed two or three times with a paver's rammer weighing not less than seventy-five pounds.
An expansion joint one inch in width shall be placed on each side of the roadway against the curb or outer edge of gutter, as the case may be. This joint, about four inches in depth' shall be filled with pitch, heated to a temperature of three hundred degrees, Farenheit, to within one-half inch of surface of pavement: the remaining one-half inch to receive a dressing of clean, coarse sand.
All joints in the pavement shall be completely filled with Portland cement grout.
The grout shall be mixed in portable boxes in the proportion of one part cement to one part sand. Not more than one ordinary water bucket full of cement with the same amount of fine sand shall be mixed at a time. The cement and sand to be thoroughly mixed dry until no streaks appear in the mixture, then sufficient water to he added to make the grout of proper fluidity, when properly stirred. The grout shall be transferred to the pavement in scoop shovels and rapidly swept into the joints by steel brooms. During this procedure the grout remaining in the box must be constantly stirred in order to prevent a separation of the sand from the cement. After the grouting of the pavement has been completed the newly finished work must be kept from traffic by putting tip substantial blockades and if deemed necessary by watchmen stationed to, protect the barricades. This blockade must be kept up for at least seven days after the grout is applied.
The surface of the pavement, when completed, shall be covered with one-half inch of clean, coarse sand of approved quality, which, with all dirt, shall be removed from the pavement and sewer inlets by or at the expense of the contractor at such time before the final acceptance of the work as the street commissioner may direct.                                          St. L.
Following the above specification is a "maintenance clause," similar to that given in the following article, provid-

